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Cmck.lnspection..Fgr„th 

... In summary, there are three main methods of crack inspection. Physical — cleaning 
the part and inspecting visually, the dye/penetrant test — definitive for ... 

www.custofripEstoisxom/caj's/afticfes/ crack Jnspection.htfrs - 1 8k - C^sched - Sh:?)ik^ 

Crack Snspection Photo 8 - Les Bengtson 

Photo 8. "Blooming" of the dye. This indicates a deep crack, back to 

crack inspection article. Copyright © 2003 by Les Bengtson. 

wv\AA/.custonpistois.conVcars/articSes/cracks_6.htm - 1K Csdied - Simyar.!;!?;^^?^^. 

[PDF] EC135_62A_g04Rg3mji..^^ 

File Format: PDF/Adobe Acrobat - View as HTML 

... EC 135 EC135-62A-004 PAGE 2 of 5 REVISION 03, 2000-11-10 1999-05-05 (3) After accomplishment 
for the first time of the dye-penetrant crack inspection iaw I.E. (2 ... 

vyWi/Jba.de/ dokumente/ad/sb/l 999-1 85-4-asb-ec1 35-62a-004-r3-e.pdf Sinfiiter pages 

[PDF] Airworthiness Directive Luftfahrt-Bundesamt Eurocopter Deutschiand 
Fiie Format: PDF/Adobe Acrobat - View as HTML 

... of the main rotor hub-shaft within the next 10 FH After accomplishment for the first 
time of the dye-penetrant crack inspection, crack inspections have to be ... 

wvw/Jba.de/dokumenie/ad/1 999-1 85-4-e.pdf -SiM^^ 
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Liauid..penMrant inspect 

... Liquid (or dye) penetrant inspection is an extension of visual inspection and is 
used for detecting surface-breaking flaws, such as cracks, laps and folds, on ... 

vww.twi.co.uk/j32K^etli!e/ksijrn001 .html - 9k - Caci^ed - SiMfeiMaM. 
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... laborious techniques such as vacuum box, dye penetrant or magnetic particle inspection. 
The technique is quantitive and gives the depth and length of cracks. ... 

www.testex-ndt.cofn/hawkeye.html - 47k - ,?^<K;hed - Sin:)kr.^>^es 

NDT Supplies & Accessories: Spotcheck. Zyglo and Magnaflux 

... internal or external imperfections (ie crack and flaws ... equipment and materials for 

inspection of surface ... Spotcheck (© Red Dye Liquid Penetrants Instructions for ... 

www.vobaker.com/ndt/ndt.htm •- 15k Coached - Syiriiiar x)ages 

Non-destructive Inspection for Corrosion 

... These include methods based on the following techniques: Magnetic Particle or 
Dye Penetrant Inspection -Location of surface connected defects and crack; ... 

www.corrosionsource.com/handbook/CFS/cps_b J9.htm - 8k Cached. - Similar page^^ 

NDT.Crack.DMection 

NDT Crack Detection. A wide range of UV Blacklight equipment for magnetic particle 
inspection and dye penetrant inspection which conform to all relevant ... 

www.uv-li9fn.co.uk/uvshop/en-gb/depl;_l47-html - 7k - Cached - Sin:jiisr.^ 
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UV Fluorescent Inspection for NDT Crack Detection 

... fluorescent inspection. The process relies on highlighting of defects by UV fluorescent 
nnagnetic particles or dye penetrants. These can be hairline cracks for ... 

wv^Av.uv-!ight,co,uk/appifcations/ijuore$cenl:,,jn detection/crack.hlmi - 13K - Caciied - Sinij 



QQOQQuQQQQQg I € ► 
Result Page: 1 2345678910 Next 



[dye crack in ~ ^ll ji^ij^NP^ Sea rch wiMfLresults 

Dissatisfied with your search results? Help us improve. 
Gettne Google Toolbar : |J Coci^e;^:] 



Googse Hosvie • Advertise with Us • 8iii>^nes;> Sokuions Services & Tools Jobs, Press, & Help 

©2004 Google 



http://www.googlexom/search?hl=eri&Ir=&ie=UTF-8&oe^UTF-8&q==dye+^^ 2/26/04 



Google Search: dye crack inM||ction 



Page 1 of 2 




V¥^?b - images - Groups -Directory- News 

Searched the web fc? dye crack jns§>ects^>j^. 



Rei>uite 21 " 30 or^ibout Search iook 0J4 seconds. 
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... This method of Inspection can be applied to Ferromagnetic and non-ferromagnetic materials ... The 
developer draws any entrapped dye out of any cracks of fissures ... 

www.tateftndt.com/ - 30k - Cached - .Sj!;!:^ja:;j;iages. 

Finding Cracks and Checking Out Walnuts 

... major drawbacks. For example, dye penetrant inspection relies on fluorescent 
dye that penetrates into cracks in a surface. When the ... 

www.ptbmagazine.com/Mar00/ptb3Q0Jndigo.htmi -Ilk- Cachea - S[myar.^>>iige5 

Dye Penetrant 

... dye has penetrated into the narrowest cracks, the excess ... out of the defect, and the 
dye stains the ... Then by visual inspection under white or ultraviolet light ... 

www. ride Janl,gov/dyepen/dyepen, htm - 4k - Cached. - 

LaserTScanned.Pene^^ 

... Fluorescent dye penetrant inspection (FPI) is one of the oldest NDT methods in 
existence. It is an excellent means of revealing surface-breaking cracks and ... 

wwwJaser"ndt.com/Saser__penJu?ni - 32k - Caiclxed. - &riyar.s?^!0^^ 

Generator Rotor Slot Dovetail Inspection and Risk Assessment 
... Red-dye, fluorescent penetrant and eddy current inspection techniques 
are used to locate and size the crack . However, they require ... 

vv%\av.epn.conV journa!/detaiis.asp?id"5??&docb/pe"projects 16k • Cached - Sinu^^^^^^ 

Acoustic Emission and NDT Products 

... practical means for NDT inspection and process ... Weld Integrity Assessment, Stress Corrosion 
Cracking, Crack Depth Measurement ... Magnetic Particles / Dye Penetrants. ... 

ww.envirocoustECS.gr/products/products. eng.hts^ -• 30k Feb 24, 2004 •• Cached - Sbiikiri^age^^ 

[PDF] Inspection of Aluminum Castings Using Quasar Resonant Inspection 
File ForrriaL PDF/Adobe Acrobat - Vjewas„HTML 

... Dye penetrant inspection cannot, of course, detect closed porosity and 
typically detects only about 80% of the defective parts with cracks. ... 

www.quasarintl.com/main/images/ an_ayuminui'n_castings.pdf • .SiMii^U!j;i5i*gi>>?. 

fPDR QUANTUM 15 BASIC 503 TC 

File Format: PDF/Adobe Acrobat - View as HTML 

... degreased and crack tested at holes, notches, changes of section etc. by a BMAA or 
Pegasus approved inspector. Dye penetrant or close visual inspection using a ... 

wx'Av. pegasusavialiori.co.uk/ inc/S81 03„FaUgueJife. jlexwifigs.pdf - SiniiiaQMj^^^^ 

High-Frequency Testing of Composite Fan Vanes With Erosion ,.■ 

... approximately 670 Hz and 20g) led to the development of multiple cracks in the coating 

that were only detectable using fluorescent-dye penetrant inspection. ... 

www.grc.n^:S3.govAAAA/\/WRT2002/5000/5930bowman.htmi ?k *• Cached - SimijaLSaoM 

tPDF] CAA Standard Letter 
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... standards were very rudimentary at that tinne (the impeller would have been inspected 
using red dye, which could not guarantee to reveal a crack of less than 0.2 ... 

www.csa.co.uK/srg/airworthiness/ aci/deiauit,asp?page=^262S - SkiiiM,£MSM 
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